
 

 

SFC-10 Ultrasonic Fiber Cleaver 
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 S p e c i a l l y  D e s i g n e d  f o r  C l a d d i n g  D i a m e t e r  4 0 - 1 2 5 μ m  F i b e r s  

 

 

 

 

 

 

 

 
 

Model No. SFC-10-80 SFC-10-125 

Cladding Diameter 40μm~80μm 80μm~125μm 

Coating Parameter 50um~160μm 160um~250μm 

Cleaved Length 5~20mm 

Cleaved Angle 0.5 ° 

Cleaved Method  Applying tension and ultrasonic vibration 

Tension 50~160g 50~260g 

Blade and Life Diamond blades,10 cutting positions, single cutting point life 2000 times  

Power Supply Adapter，Input：AC100-240V(50/60Hz)，Output：DC11~13.5V 5A 

Battery 3400mAh 

Dimension/Weight 212mm(L)×142mm(W)×91mm(H)/2.1kg(with battery) 

Item Quantity Item Quantity Item Quantity 

SFC-10 

Main Machine 
1unit Power Adapter 1pc Power Plug 1pc 

Tools(01/04) 1pc User Manual 1pc 
Certificate of 

Conformity 
1pc 

FEATURES: 

 Typical cleaving time:10s 

 Li-ion battery, 600 cleaves supported 

 Typical cleave angle: 0.5° 

 Diamond blade 

 Adjustable tension 

SPECIFICATIONS 

 

PACKING 
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